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# " ! ! Figure 1: An example of Antelecom’s deployment: 3 sec-
tor base station and multiple PTP backhauls.
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WiMAX Service Plans
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“Solectek WIMAX system per-
formances are impressive and
more so that advertised. The
large cell capability gave us more
networking planning capability as
we plan our expansion.”

Mike Hughes, CEO, Antelecom

Figure 2: The left graphs are for each base station and the right ones are for the backhaul link that aggregated
two sectors at the site. The average bandwidth use per subscriber is about 2 Mbps. A trial with a controlled set
of customers has shown that enhanced levels of services can be offered.

WiMAX Service Strategy

8:A?:
" " 8:
, A4 - I>
c" * *
# #
8:A?: "
(G " $
C -

# $!
#
<! # B?: + |
> 7" " "l
" " # #
" B |
# *



Backhaul Network
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Figure 3: Antelecom’s coverage area plan. The service level will be 4G in the green area and 3G in the

red area.
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Future Plans
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Founded in 1989, Solectek has long
been a leader in the broadband wireless
networking industry. Headquartered in
San Diego, CA, USA with offices and
partners worldwide, Solectek has instal-
lations in over 100 countries. Solectek
manufactures a full line of broadband

wireless connectivity products including
telecom last-mile access, video surveil-
lance transport and high capacity back-
haul up to 1 Gbps spanning frequencies
from 400 MHz to 70 GHz. For more
information, visit www.solectek.com or
email info@solectek.com

Figure 4: Example of a subscriber unit installa-
tion

Figure 5: Climate-controlled base station net-
work shelter: Solectek Base station controller
is shown in the middle.
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